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General Information:

Wonder WST Series PM motors are supplied with build-
in permanent magnetic steel produced from rare earth
permanent magnet material (NdFeB) which is with high
coercive force and hypertonic magnetic induction force. The
motor guarantees high performance while offering higher
power density. Even in the case of overload, the motor can
also show excellent electrical characteristics.

WST Series realized our goal to draw more power per frame,
saving the space for installation considerably. The motor
is able to output constant torque at all speed, and the
efficiency indicators are even better than those of induction
motor at low speed.

The efficiency indicators of WST Series are in accordance
with IES and [E4 levels defined by IEC60034-30, 2014.

WST Series are equipped with TOSHIBA inverter, which can be
applied where is damp, full of dust or vibration. The inverter
is flexible to install, and can be widely applied in general
equipment such as pumps, ventilators, as well as electrical
transmission occasions requiring higher level of protection.
Wonder WST permanent magnet motors feature series of
technical advantages such as running at various speed,
precise control at low speed, low noise, compact structure,
etc. The motors are widely used where speed variation,
high efficiency, low noise levels and reduced volume are
mandatory.

==

Technical Characteristics:

- Variable-frequency speed control and constant torque
-No rotor losses, low temp. rise, high efficiency (IE5, IE4)

-In the case of overload, offering excellent efficiency

- High torque density, high power density, high power factor
-No encoder needed

- No slip, synchro-speed, accurate speed control is realized
- Constant power at weak magnetic speed regulation

- Wide speed range, motor direct drive is supported

Technical Specifications:

- Frame size: 71-355;
- Power range: 0.55-400kW;
- Speed: 1500-4500 r/m;
- IP55 protection, class F insulation,
B-level temperature rise, SI duty;
- Rated voltage 400V;
- Operation ambient temperature: -20°C~40°C;
- Operation altitude <1000m;
- IES efficiency available upon request.

Applications:

Elevators, fans, pumps, conveyors, exhausts, electrical
vehicles, textile industry machines, compressors and other
applications where speed variation, high efficiency, low
noise and reduced volume are core concerns.



Technical Specifications (1/5)

Moment

of Inertia
Type

J(kg?)

WST71-4500-1.1 71 4500 11 2.3 7.0 0.571 0.989 2735 2.4 89.1 0.000487 50
WST71-4500-1.5 71 4500 15 3.2 9.6 0.577 0.999 273.5 3.2 90.6 0.000603 5.7
WST71-4500-2.2 71 4500 2.2 4.7 14.0 0.585 1.013 2735 4.6 9.7 0.000778 6.5
WST71-4500-3.0 71 4500 3.0 6.4 191 0.605 1.048 273.5 6.1 92.6 0.000953 7.4
WST90-4500-3.0 90L 4500 3.0 6.4 19.1 0.623 1.060 288 6.0 91.8 0.002583 10.5
WST90-4500-4.0 90L 4500 4.0 8.5 255 0.623 1.060 288 8.0 92.4 0.003194 12.6
WST90-4500-5.5 90L 4500 55 7 350 0.623 1.060 288 11.0 93.0 0.003806 14.7
WST90-4500-7.5 90L 4500 7.5 15.9 47.8 0.623 1.060 288 15.0 935 0.004417 17.8
WST71-3600-0.75 71 3600 0.75 2.0 6.0 0.732 1.268 2735 16 88.3 0.000545 5.0
WST71-3600-1.1 71 3600 11 2.9 8.8 0.732 1.268 2735 2.3 89.9 0.000662 5.7
WST71-3600-1.5 71 3600 1.5 4.0 1.9 0.732 1.268 2735 34 90.9 0.000837 6.3
WST71-3600-2.2 71 3600 2.2 5.8 17.5 0.732 1.268 2735 4.5 919 0.00101 7.0
WST90-3600-2.2 90L 3600 2.2 5.8 17.5 0.766 1327 288 4.4 91.7 0.002379 10.5
WST90-3600-3.0 90L 3600 3.0 8.0 239 0.766 1327 288 6.0 92.4 0.00299 12.6
WST90-3600-4.0 90L 3600 4.0 10.6 318 0.766 1327 288 8.0 929 0.003806 14.7
WST90-3600-5.5 90L 3600 55 14.6 43.8 0.766 1327 288 11.0 93.4 0.004417 16.8
WST112-3600-5.5 112M 3600 5.5 14.6 43.8 0.766 1327 288 11.0 93.0 0.008223 24.0
WST112-3600-7.5 112M 3600 7.5 19.9 59.7 0.766 1327 288 15.0 937 0.010062 273
WST112-3600-11 112M 3600 1 29.2 87.5 0.766 1327 288 213 94.4 0.013743 315
WST112-3600-15 112M 3600 15 398 119 0.766 1327 288 29.0 94.9 0.018571 350
WST132-3600-15 132M 3600 15 39.8 119 0.779 1.350 294 29.5 94.1 0.026811 54.0
WST132-3600-18.5  132M 3600 18.5 49.4 147 0.779 1.350 294 359 94.8 0.031426 61.0
WST132-3600-22 132M 3600 22 58.4 175 0.779 1.350 294 42.6 95.0 0.03604 68.0
WST132-3600-30 132M 3600 30 79.6 239 0.779 1.350 294 579 95.4 0.040528 75.0
WST160-3600-22 160M 3600 22 58.0 140 0.881 1.526 332 40.0 943 0.05632 107
WST160-3600-30 160M 3600 30 80.0 191 0.881 1.526 332 54.0 94.7 0.074611 17
WST160-3600-37 160M 3600 37 98.0 235 0.878 1521 331 67.0 95.0 0.090316 127
WST180-3600-37 180M 3600 37 98.0 236 0.894 1.549 337 67.0 94.1 0.105229 141
WST180-3600-45 180M 3600 45 119 287 0.916 1.586 345 80.5 94.6 0.120464 149
WST180-3600-55 180L 3600 55 146 350 0.899 1.558 339 96.5 94.9 0.139443 159
WST200-3600-55 200L 3600 55 146 350 0.939 1.627 354 96.5 955 0.243556 193

WST200-3600-75 200L 3600 75 199 478 0.950 1.646 358 130 95.9 0.308539 219



Technical Specifications (2/5)

Moment

of Inertia
Type

J(kg?)

WST225-3600-75  225M 3600 75 199 478 0.918 1.590 346 137 95.6 0.412735 251
WST225-3600-90  225M 3600 90 239 534 0.924 1.600 348 163 95.9 0.467087 271
WST225-3600-110  225M 3600 110 292 701 0.942 1.632 355 195 96.2 0.548615 301
WST250-3600-110  250M 3600 110 292 701 0.921 1.595 347 204 96.0 0.581501 391
WST250-3600-132  250M 3600 132 350 840 0.924 1.600 348 244 96.2 0.661823 420
WST280-3600-132  280M 3600 132 350 840 0.939 1.627 354 238 96.2 1.294743 480
WST280-3600-160  280M 3600 160 424 1018 0.934 1.618 352 290 96.3 1487119 517
WST280-3600-180  280M 3600 180 478 1147 0.937 1.623 353 323 9.3 1.61537 541
WST280-3600-200  280M 3600 200 531 1274 0.937 1.623 353 354 96.5 1.74362 565
WST315-3600-132  315S 3600 132 350 770 0.926 1.604 349 241 96.2 226.26 737
WST315-3600-160 3155 3600 160 424 935 0.921 1.595 347 294 96.3 244.04 778
WST315-3600-180  315S 3600 180 478 1052 0.932 1.613 351 325 96.3 252.93 794
WST315-3600-200  315M/L 3600 200 531 1168 0.937 1.623 353 364 96.5 261.82 835
WST315-3600-220 315M/L 3600 220 584 1285 0.937 1.623 353 395 96.5 273.67 863
WST315-3600-250  315M/L 3600 250 663 1459 0.934 1.618 352 450 96.5 285.52 885
WST315-3600-315  315M/L 3600 315 836 1839 0.926 1.604 349 568 96.6 315.45 962
WST315-3600-355  315M/L 3600 355 942 2043 0.934 1618 352 632 96.6 341.82 1007

WST315-3600-400 315M/L 3600 400 1061 2334 0.937 1.623 353 712 96.6 371.45 1076



Technical Specifications (3/5)

Moment

of Inertia
Type

J(kg?)

WST71-3000-0.75 71 3000 0.75 2.4 7.2 0.861 1.491 2735 16 89.1 0.000545 5.0

WST71-3000-1.1 71 3000 11 35 40.5 0.861 1.491 2735 2.3 90.6 0.000662 54
WST71-3000-1.5 71 3000 1.5 4.8 14.3 0.861 1.491 2735 33 913 0.000837 6.3

WST71-3000-2.2 71 3000 2.2 7.0 21.0 0.861 1.491 2735 4.6 92.0 0.00101 7.0

WST90-3000-2.2 90L 3000 2.2 7.0 21.0 0.918 1.590 288 4.4 915 0.002379 10.5
WST90-3000-3.0 90L 3000 3.0 9.6 28.7 0.918 1.590 288 6.0 92.1 0.00299 12.6
WST90-3000-4.0 90L 3000 4.0 2.7 38.2 0.918 1.590 288 8.0 925 0.003806 14.7
WST90-3000-5.5 90L 3000 5.5 17.5 525 0.918 1.590 288 11.0 93.0 0.004417 16.8
WST112-3000-5.5 112M 3000 55 17.5 525 0.918 1.590 288 11.0 93.0 0.008784 24.0
WST112-3000-7.5 112M 3000 7.5 239 71.6 0.918 1.590 288 14.9 93.8 0.011233 273
WST112-3000-11 112M 3000 1 350 105 0.918 1.590 288 215 94.4 0.014969 315
WST112-3000-15 112M 3000 15 47.8 143 0.918 1.590 288 29.1 94.8 0.019211 35.0
WST132-3000-15 132M 3000 15 47.8 143 0.936 1.662 294 29.2 94.7 0.029118 54.0
WST132-3000-18.5  132M 3000 18.5 58.9 177 0.936 1.662 294 36.0 95.0 0.033733 61.0
WST132-3000-22 132M 3000 22 70.0 210 0.936 1.662 294 42.6 95.2 0.038348 68.0
WST132-3000-30 132M 3000 30 95.4 286 0.936 1.662 294 58.0 95.5 0.042822 75.0
WST160-3000-22 160M 3000 22 70.0 168 1.061 1.836 333 395 94.8 0.087701 13

WST160-3000-30 160M 3000 30 96.0 229 1.067 1.848 335 53.0 95.2 0.100791 120
WST160-3000-37 160M 3000 37 118 283 1.080 1.870 339 66.0 954 0.129955 129
WST180-3000-37 180M 3000 37 118 283 13.070 1.853 336 65.5 95.0 0.109022 143
WST180-3000-45 180M 3000 45 143 344 13.070 1.853 332 81.0 953 0.124257 151

WST180-3000-55 180L 3000 55 175 420 1.086 1.881 341 97.0 95.5 0.151597 164
WST200-3000-55 200L 3000 55 175 420 1121 1.942 352 97.0 95.8 0.267882 203
WST200-3000-75 200L 3000 75 239 574 118 1.936 351 134 96.0 0.341053 230
WST225-3000-75  225M 3000 75 239 574 1108 1.920 348 136 96.0 0.467087 271

WST225-3000-90  225M 3000 90 287 688 1.099 1.903 345 164 96.2 0.521439 291

WST225-3000-110  225M 3000 110 350 840 1102 1.909 346 198 9.3 0.602967 321

WST250-3000-110  250M 3000 110 350 770 1108 1.920 348 202 96.0 0.677888 426
WST250-3000-132  250M 3000 132 420 924 1.108 1.920 348 243 96.2 0.822468 461

WST280-3000-132  280M 3000 132 420 924 1143 1.980 359 233 96.2 1.455056 510
WST280-3000-160  280M 3000 160 509 1120 1131 1.958 355 286 96.4 1.679495 553
WST280-3000-180  280M 3000 180 573 1261 1150 1.991 361 313 96.5 1.807746 578
WST280-3000-200 280M 3000 200 637 1402 1124 1.947 353 360 96.6 2.033928 608
WST315-3000-132 3155 3000 132 420 840 1105 1914 347 242 96.2 244.04 777
WST315-3000-160  315S 3000 160 509 1018 1127 1.953 354 289 9.3 267.74 830
WST315-3000-180 3155 3000 180 573 1146 18 1.936 351 325 96.3 276.63 846
WST315-3000-200  315M/L 3000 200 637 1401 1127 1.953 354 358 96.5 288.49 894
WST315-3000-220  315M/L 3000 220 700 1540 1118 1.936 351 394 96.5 300.34 922
WST315-3000-250  315M/L 3000 250 796 1751 118 1.936 351 449 96.5 315.15 950
WST315-3000-315  315M/L 3000 315 1003 2207 1121 1.942 352 563 96.6 356.63 1048
WST315-3000-355  315M/L 3000 355 1130 2451 1121 1.942 352 634 96.7 383.30 1099

WST315-3000-400  315M/L 3000 400 1273 2801 1121 1.942 352 712 96.8 418.86 1181



Technical Specifications (4/5)

Moment

of Inertia
Type

J(kg?)

WST71-1800-0.55 71 1800 0.55 2.9 8.8 1.452 2.515 2735 12 873 0.000603 5.0
WST71-1800-0.75 71 1800 0.75 4.0 1.9 1.452 2.515 2735 1.6 88.5 0.000778 5.7
WST71-1800-1.1 71 1800 11 5.8 17.5 1.452 2.515 2735 2.3 89.7 0.00101 6.5
WST71-1800-1.5 71 1800 1.5 8.0 239 1.452 2.515 2735 3.1 90.3 0.00113 7.4
WST90-1800-1.5 90L 1800 1.5 8.0 239 1.525 2.640 288 3.0 912 0.003194 10.5
WST90-1800-2.2 90L 1800 2.2 1.7 35.0 1.525 2.640 288 4.4 91.7 0.003806 12.6
WST90-1800-3.0 90L 1800 3 159 47.7 1.525 2.640 288 6.0 923 0.004621 14.7
WST90-1800-4.0 90L 1800 4 212 63.7 1.525 2.640 288 8.0 92.4 0.005436 17.8
WST112-1800-4.0 112M 1800 4 212 63.7 1.525 2.640 288 8.0 92.0 0.011233 24.0
WST112-1800-5.5 112M 1800 5.5 29.2 87.5 1.525 2.640 288 11.0 92.8 0.013743 273
WST112-1800-7.5 112M 1800 7.5 398 119 1.525 2.640 288 14.9 934 0.01743 315
WST112-1800-11 112M 1800 1 58.4 175 1.525 2.640 288 216 93.6 0.017997 35.0
WST132-1800-11 132M 1800 1 58.4 175 1.564 2.708 294 216 943 0.033733 54.0
WST132-1800-15 132M 1800 15 79.6 239 1.564 2.708 294 293 94.7 0.040528 61.0
WST132-1800-18.5  132M 1800 18.5 98.1 294 1.564 2.708 294 36.1 94.8 0.042822 68.0
WST160-1800-18.5  160M 1800 18.5 98.0 235 1762 3.052 332 335 94.6 0.074611 7
WST160-1800-22 160M 1800 22 7 281 1757 3.043 331 395 94.9 0.087701 124
WST160-1800-30 160L 1800 30 159 382 1762 3.052 332 535 953 0.116866 145
WST180-1800-30 180M 1800 30 159 382 1.805 3.127 340 54 94.9 0.13565 155
WST180-1800-37 180L 1800 37 196 472 1767 3.061 333 66 95.4 0.163024 169
WST180-1800-45 180L 1800 45 239 574 1778 3.08 335 815 95.6 0.197304 184
WST200-1800-45 200L 1800 45 239 574 1.858 3.218 350 80 95.4 0.308539 219
WST200-1800-55 200L 1800 55 292 701 1.858 3.218 350 98 95.7 0.357181 235
WST225-1800-55 225M 1800 55 292 701 1.858 3.218 350 99 95.7 0.521439 291
WST225-1800-75 225M 1800 75 398 955 1.874 3.245 353 134 96.0 0.670907 346
WST250-1800-75 250M 1800 75 398 955 1.847 3.199 348 137 96.0 0.677888 426
WST250-1800-90  250M 1800 90 478 1147 1.847 3.199 348 165 96.2 0.774275 461
WST280-1800-110  280M 1800 110 584 1402 1.884 3.264 355 194 96.3 1.74362 565
WST280-1800-132  280M 1800 132 700 1680 1.874 3.245 353 234 96.4 2.033928 608
WST280-1800-160  280M 1800 160 849 2038 1.879 3.254 354 284 96.6 2.352811 681
WST315-1800-110 3155 1800 110 584 1285 1.884 3.264 355 195 9.3 244.28 810
WST315-1800-132 3155 1800 132 700 1540 1.874 3.245 353 234 96.4 265.02 854
WST315-1800-160 3155 1800 160 849 1868 1.879 3.254 354 287 96.6 294.65 921
WST315-1800-180  315M/L 1800 180 955 2101 1.852 3.208 349 320 96.7 321.08 970
WST315-1800-200  315M/L 1800 200 1061 2334 1.895 3.282 357 354 96.7 332.93 993
WST315-1800-220  315M/L 1800 220 1167 2567 1.890 3.273 356 390 96.7 344.78 1020
WST315-1800-250 ~ 315M/L 1800 250 1326 2917 1.890 3.273 356 444 96.7 374.41 1083

WST315-1800-315  315M/L 1800 315 1671 3676 1.895 3.282 357 560 96.9 415.89 1181



Technical Specifications (5/5)

Moment

of Inertia
Type

J(kg?)

WST71-1500-0.55 71 1500 0.55 35 10.5 1742 3.017 2735 12 86.7 0.000603 5.0
WST71-1500-0.75 71 1500 0.75 4.8 14.4 1742 3.017 2735 1.6 88.1 0.000778 5.7
WST71-1500-1.1 71 1500 11 7.0 21.0 1742 3.017 2735 2.3 89.1 0.00101 6.5
WST71-1500-1.5 71 1500 1.5 9.6 28.8 1.742 3.017 2735 3.1 89.1 0.00113 7.4
WST90-1500-1.5 90L 1500 1.5 9.6 28.8 1.837 3.180 288 3.0 91.0 0.003194 10.5
WST90-1500-2.2 90L 1500 2.2 14.0 42.0 1.837 3.180 288 4.4 91.6 0.003806 12.6
WST90-1500-3.0 90L 1500 3 191 57.3 1.837 3.180 288 6.0 92.1 0.004621 14.7
WST90-1500-4.0 90L 1500 4 25.5 76.4 1.837 3.180 288 8.0 92.2 0.005436 17.8
WST112-1500-4.0 112M 1500 4 255 76.4 1.837 3.180 288 8.0 92.2 0.011233 24.0
WST112-1500-5.5 112M 1500 5.5 35.0 105 1.837 3.180 288 11.0 92.4 0.013743 273
WST112-1500-7.5 112M 1500 7.5 47.8 143 1.837 3.180 288 15.0 929 0.017423 315
WST112-1500-11 112M 1500 1 70.0 210 1.837 3.180 288 22.0 92.9 0.019211 35.0
WST132-1500-11 132M 1500 1 70.0 210 1.887 3.245 294 216 943 0.033733 54.0
WST132-1500-15 132M 1500 15 95.5 287 1.887 3.245 294 29.4 94.5 0.040528 61.0
WST132-1500-18.5  132M 1500 18.5 118 353 1.887 3.245 294 36.2 94.6 0.042822 68.0
WST160-1500-18.5  160M 1500 18.5 18 283 2115 3.663 332 33 94.8 0.087701 125
WST160-1500-22 160M 1500 22 140 336 2.115 3.663 331 395 94.9 0.100791 132
WST160-1500-30 160L 1500 30 191 420 2.134 3.696 335 53 95.2 0.129956 152
WST180-1500-30 180M 1500 30 191 458 2.166 3.751 340 54 94.9 0.13565 155
WST180-1500-37 180L 1500 37 236 565 2.166 3.751 341 64.5 95.2 0.163024 169
WST180-1500-45 180L 1500 45 287 688 2.166 3.751 343 81 954 0.197304 184
WST200-1500-45 200L 1500 45 287 688 2.229 3.861 350 79 95.4 0.341053 230
WST200-1500-55 200L 1500 55 350 840 2.261 3.916 355 94.6 95.7 0.397701 245
WST225-1500-55 225M 1500 55 350 840 2.229 3.861 350 98.6 95.7 0.575791 31
WST225-1500-75 225M 1500 75 478 1146 2.261 3.916 355 132 96.0 0.752435 376
WST250-1500-75 250M 1500 75 478 1051 2.216 3.838 348 137 96.0 0.677888 426
WST250-1500-90  250M 1500 90 573 1261 2.267 3.926 356 161 96.2 0.790339 467
WST280-1500-110  280M 1500 110 700 1540 2.248 3.894 353 196.4 96.3 2.033928 608
WST280-1500-132  280M 1500 132 840 1848 2.248 3.894 353 234 96.4 2.288686 669
WST280-1500-160  280M 1500 160 1019 2242 2.261 3.916 355 283 96.6 2.641375 736
WST315-1500-110 3155 1500 110 700 1540 2.242 3.883 352 196 9.3 3.785062 863
WST315-1500-132 3155 1500 132 840 1848 2.255 3.905 354 233 96.6 4.368637 920
WST315-1500-160 3155 1500 160 1019 2242 2.248 3.894 353 284 96.7 5.18774 996
WST315-1500-180  315M/L 1500 180 1146 2521 2.242 3.883 352 321 96.7 5.447107 1049
WST315-1500-200  315M/L 1500 200 1273 2801 2.261 3.916 355 354 96.7 5.771315 1078
WST315-1500-220  315M/L 1500 220 1401 3082 2.261 3.916 355 389 96.8 6.095523 12
WST315-1500-250  315M/L 1500 250 1592 3502 2.236 3.872 351 447 96.8 6.808782 1181

WST315-1500-315  315M/L 1500 315 2006 4413 2.274 3.938 357 556 97.0 7.975931 1306



B3 Mounting and Overall Dimensions

LD ,_L_
|
I , .
i ]
71-132 s
| AA K
A T
AB
AD
l )
(e} (s} — i
160-315 @ y SN :
> bl ¢
T LT
Al
A
AB

unting and Overall Dimensions (mm)

Slze
Bl GA | AA| AB | AC | AD | HA | HD | BB LD

71 M5x13 6 275

90L 140 125/ 56 24 50 8 20 90 10 M8x20 27 37 180 175 141 10 231 153 87 324
1m2M 190 140/ 70 28 60 8 24 112 12 M10x22 31 47 230 222 167 12 279 170 85 381
132M 216 178  / 89 38 80 10 33 132 12 Mi2x28 41 54 264 260 191 15 323 210 129 463
1e0M 254 210 /108 42 10 12 37 160 15 MI16x36 45 64 315 314 244 20 404 260 146 610
1e0L 254 254 /108 42 10 12 37 160 15 Milex36 45 64 315 314 244 20 404 304 146 654
180M 279 241 / 121 48 10 14 425 180 15 Mi6x36 515 68 351 355 264 22 444 371 161 684
180L 279 279  / 121 48 110 14 425 180 15 Mi6x36 515 68 351 355 264 22 444 349 61 722
2000 318 305 /133 55 10 16 49 200 19 M20x42 59 70 388 397 29% 25 49 369 186 774
225M 356 311 /149 60 140 18 53 225 19 M20x42 64 79 430 445 319 28 544 386 189 846
250S/M 406 311 349 168 65 140 18 58 250 24 M20x42 69 97 484 484 370 32 620 445 208 91
280M 457 419 /190 75 140 20 675 280 24 M20x42 795 85 542 546 400 35 680 536 217 1016
3155 508 406 / 216 80 170 22 71 315 28 M20x46 85 120 628 620 502 45 817 570 257 1231

315M/L 508 457 508 216 80 170 22 71 315 28 M20x46 85 120 628 620 502 45 817 680 257 1341



B35 Mounting and Overall Dimensions
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Mounting and Overall Dimensions (mm)
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DH GA|AA | AB [AC | AD | HA | HD | BB

71 130 10 160 4-010 35 M5x13 16 275 136 66

oL 140 125 / 56 24 50 8 20 90 10 165 130 200 4-®12 35 M8x20 27 37 180 175 141 10 231 153 10 87 324
12M 190 140 , 70 28 60 8 24 12 12 215 180 250 4-®145 4 MI0x22 31 47 230 222 167 12 279 170 12 85 381
132M 216 178 / 89 38 80 10 33 132 12 265 230 300 4-®145 4 Mi2x28 41 54 264 260 191 15 323 210 14 129 463
160M 254 210 / 108 42 10 12 37 160 15 300 250 350 4-®19 5 Mil6ex36 45 64 315 314 244 20 404 260 15 146 610
160L 254 254 /108 42 10 12 37 160 15 300 250 350 4-®19 5 MI16x36 45 64 315 314 244 20 404 304 15 146 654
180M 279 241/ 121 48 110 14 425 180 15 300 250 350 4-®19 5 Mil6x36 515 68 351 355 264 22 444 311 15 161 684
8oL 279 279 /121 48 110 14 425 180 15 300 250 350 4-019 5 MI16x36 515 68 351 355 264 22 444 349 15 161 722
200L 318 305 / 133 55 10 16 49 200 19 350 300 400 4-919 5 M20x42 59 70 388 397 29 25 496 369 17 186 774
225M 356 311/ 149 60 140 18 53 225 19 400 350 450 8-®19 5 M20x42 64 79 430 445 319 28 544 386 20 189 846
2505/M 406 311 349 168 65 140 18 58 250 24 500 450 550 8-®19 5 M20x42 69 97 484 484 370 32 620 445 22 208 9N
280M 457 419 / 190 75 140 20 675 280 24 500 450 550 8-®19 5 M20x42 795 85 542 546 400 35 680 536 22 217 1016
3155 508 406 / 216 80 170 22 71 315 28 600 550 660 8-®24 6 M20x46 85 120 628 620 502 45 817 570 22 257 1231

315M/L 508 457 508 216 80 170 22 71 315 28 600 550 660 8-®24 6 M20x46 85 120 628 620 502 45 817 680 22 257 1341



B5 Mounting and Overall Dimensions
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Mounting and Overall Dimensions (mm)

Slze
GA HD L LD L
187 9 66 247

71 4-010 35 M5x13 107

90L 24 50 8 20 165 130 200 4-012 35 M8x20 27 175 141 241 10 87 324
112M 28 60 8 24 215 180 250 4-9145 4 M10x22 31 222 167 292 12 85 381
132M 38 80 10 33 265 230 300 4-0145 4 M12x28 41 260 191 343 14 129 463
160M 42 110 12 37 300 250 350 4-019 5 M16x36 45 314 244 419 15 146 610
160L 42 110 12 37 300 250 350 4-019 5 M16x36 45 314 244 419 15 146 654
180M 48 110 14 425 300 250 350 4-019 5 M16x36 51.5 355 264 439 15 161 684
180L 48 110 14 42,5 300 250 350 4-019 5 M16%36 515 355 264 439 15 161 722
200L 55 110 16 49 350 300 400 4-019 5 M20x42 59 397 296 496 17 186 774
225M 60 140 18 53 400 350 450 8-®19 5 M20x42 64 445 319 544 20 189 846
2505/M 65 140 18 58 500 450 550 8-019 5 M20x42 69 484 370 645 22 208 N

280M 75 140 20 675 500 450 550 8-®19 5 M20x42 795 546 400 675 22 217 1016



V1 Mounting and Overall Dimensions
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Mounting and Overall Dimensions (mm)
Frame

Size
GA AC AD HD LA LD

71 4-010 M5x13

90L 24 50 8 20 165 130 200 4-012 35 M8x20 27 175 141 241 10 87 324

112M 28 60 8 24 215 180 250 4-914.5 4 M10x22 31 222 167 292 12 85 381

132M 38 80 10 33 265 230 300 4-914.5 4 M12x28 41 260 191 343 14 129 463

160M 42 110 12 37 300 250 350 4-019 5 M16x36 45 314 244 419 15 146 610
160L 42 110 12 37 300 250 350 4-019 5 M16x36 45 314 244 419 15 146 654
180M 48 110 14 425 300 250 350 4-019 5 M16x36 515 355 264 439 15 61 684
180L 48 110 14 425 300 250 @ 350 4-019 5 M16%36 515 355 264 439 15 161 722
200L 55 110 16 49 350 300 400 4-019 5 M20x42 59 397 296 496 17 186 774
225M 60 140 18 53 400 350 450 8-d19 5 M20x42 64 445 319 544 20 189 846
2505/M 65 140 18 58 500 450 550 8-019 5 M20x42 69 484 370 645 22 208 N
280M 75 140 20 675 500 @ 450 550 8-019 5 M20x42 795 546 400 675 22 217 1016
3155 80 170 22 71 600 550 660 8-1024 6 M20x46 85 620 502 832 22 257 1231

315M/L 80 170 22 71 600 550 660 8-1024 6 M20x46 85 620 502 832 22 257 1341



B14 Mounting and Overall Dimensions
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Mounting and Overall Dimensio
Frame
= n.....-..-------
71 M5x13
90L 24 50 8 20 15 95 140 M8 3 M8x20 27 175 141 231 87 324
112M 28 60 8 24 130 10 160 M8 35 M10x22 31 222 167 279 85 381
132M 38 80 10 33 165 130 220 M10 35 M12x28 41 260 191 323 129 463

B34 Mounting and Overall Dimensions

LD ) AD
ﬁr 5
! I@[ & | S
- S -
| 1o
ol o = 3 HepxmZ NI || 2
Slel T — S T = . -
* \ = i
' = o A UL
D JLI)] (]l I \_ri_ ;—%--U— T
| U]~ ; '
e | ¢ | L an
T =1 T T
B A
L AB

Mounting and Overall Dimensions (mm)
Frame

Size

M6 25 M5x13 16 275 136 137 107
oL 140 125 56 24 50 8 20 90 10 M5 95 140 M8 3 M8x20 27 37 180 175 141 10 231 153 87 324
1m2M 190 140 70 28 60 8 24 12 12 130 10 160 M8 3.5 MI0x22 31 47 230 222 167 12 279 170 85 381

132M 216 178 89 38 80 10 33 132 12 165 130 220 MI10 3.5 MI2x28 41 54 264 260 191 15 323 210 129 463



Bearings and Terminal Box

Frame size
Driving End Non-driving End Overall dimensions

7 6202-2Z 6202-2Z 2-M20x1.5 103x103x38
90 6205-27/C3 6204-27/C3 2-M25x1.5 115x115x54
112 6306-22/C3 6205-22/C3 2-M25x1.5 115x115x54
132 6308-22/C3 6206-27/C3 2-M32x1.5 138x138x57
160 6309/C3 6209/C3 2-M40x1.5 200x160x80
180 6311/C3 6211/C3 2-M40x1.5 200x160x80
200 6312/C3 6212/C3 2-M50x1.5 250x200x92
225 6313/C3 6312/C3 2-M50x1.5 250x200x92
250 6315/C3 6313/C3 2-M63x1.5 340x210x106
280 6317/C3 6314/C3 2-M63x1.5 340x210x106

315 6319/C3/NU319 6319/C3/7319B(V1) 2-M63x1.5 413x258x165



WONDER

Since 1988

Fuzhou Wonder Electric Co., Ltd.

Add: No. 120, Changyang Road, Fuzhou Development Zone, Fujian, China
Website: www.wonderfzcom

Email: wonder@wonderfzcom

Tel: +86-591-83998899

Fax: +86-591-83998666

Wonder Electric Co., Ltd.

Add: No. 239, Xingda Road, Fuan Electrical Machinery and Appliances Zone, Fujian, China
Website: www.wonder-cn.com

Email: wonder@dayu-casting.com

Tel: +86-593-6379666 6379988

Fax: +86-593-6379999

Wonder Electric Motor (M) Sdn. Bhd.

Add: No.ll, Jalan Meranti Jaya 16, Taman Meranti Jaya Industrial Park, 47120 Puchong,
Selangor, Malaysia

Email: sales@wonderelectric.com.my

Tel: +603-8063-9399

Fax: +603-8060-8399

Wonder Electric Motor (S) Pte. Ltd.

Add: No. 111, Neythal Road, Singapore, 628598
Email: wondersg@singnet.com.sg

Tel: +65-6265-8698

Fax: +65-6265-6589



